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To:  Title: Hanford Site Hoisting and Rigging Manual  

 

Release No: 15 

Date Prepared: September 27, 1999 

When Document is no longer needed, refer to the 
Instruction on the Document Management Controlled 
Coversheet in front of your document. 

If you have any questions about this release contact:  

For technical questions contact Ray Pope 

Phone:  (509) 376-3223 
For Missing Releases Call 376-6831 

CONTROLLED COPY INSTRUCTIONS 

1. Remove and/or insert indicated sections into document as shown below. 
2. Update the release record at the front of the document. 

 

REMOVE INSERT 
SECTION NO. AND TITLE(S) 

PAGES REV DATE PAGES REV DATE 

Table of Contents (goes at beginning of manual) 2-3  6/14/99 2-3  9/27/99 
Chapter 2, Responsibilities all  6/26/98 all  9/27/99 
Chapter 5, Hooks all  1/15/93 all  9/27/99 
Chapter 7, Shop Cranes all  1/15/93 all  9/27/99 
Chapter 8, Wire Rope all  1/15/93 all  9/27/99 
Chapter 11, Mobile Cranes all  5/1/95 all  9/27/99 
Chapter 12, Hoists, Jib Cranes, and Monorails  all  1/15/93 all  9/27/99 
Chapter 13, Overhead and Gantry Cranes all  1/15/93 all  9/27/99 

 

IMPLEMENTATION NOTICE 

Chapter 2, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 2.2.7, item “b” reworded to change history file to maintenance file 

Section 2.2.7, Note, added item (3), which further explains equipment custodians’ responsibilities. 

Chapter 5, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 5.2, change “ANSI/ASME” to “ASME,”  add reference to “procurement document,” and delete reference to history 
file. 

Section 5.4.1, change “ASME/ANSI” to “ASME.” 

Section 5.4.6, change “history file” to “maintenance file.” 

Chapter 7, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 7.7, change “product instructions” to “manufacturer’s instructions,. 

Section 7.8, change “ASME/ANSI PALD 12” to “ASME. PALD 1997, Part 12, Shop Cranes” 

Chapter 8, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 8.7.1, delete item “5.”  

Section 8.8.2, add “documenting the most recently installed replacement rope,” change “history file” to “maintenance file.” 

Attachment 8.1, Under “Fasteners properly torqued” 
Change “Torque value at drum attachment” 
to  “Record torque value applied at drum attachment” 

Change "Torque value at dead end" 
to  "Record torque value applied at dead end" 
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Change  “Rope manufacturer's certification placed in equipment history file” 
to  “Rope manufacturer's certification placed in equipment maintenance file” 

Change “Place completed form in equipment history file” 
to “Place completed form in equipment maintenance file.” 

Chapter 11, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 11.1, change “ANSI/ASME” to “ASME.”  

Section 11.3.4, change “ANSI/NFPA 70 (NEC)” to “NFPA 70 (National Electric Code).” 

Section 11.7.1, change “ANSI/ASME” to “ASME.” 

Section 11.7.4, change “history file” to “maintenance file.” 

Section 11.9.2, change “ANSI/ASME” to “ASME.”  

Section 11.9.3, change “ANSI/ASME” to “ASME.”  

Section 11.9.4, change “ANSI/ASME” to “ASME.”  

Section 11.10, change “History Files” to “Maintenance Files”  in section heading and reword section. 

Section 11.10.1, change “History Files” to “Maintenance Files”  in section heading and reword section. 

Section 11.10.2 change “History Files” to “Maintenance Files”  in section heading and reword section.” 

Chapter 12, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 12.10.1, change “ANSI/NFPA” to “NFPA”  and “ANSI/NEMA” to “NEMA.” 

Section 12.12.1, change “ASME/ANSI” to “ASME” and eliminate reference to “history file.” 

Section 12.12.9, change “history file” to “maintenance file” and delete item “4.” 

Section 12.17.2, In item “1.a.,” eliminate reference to “history file.” 

In item “1.b,”  change “history file” to “maintenance file.” 

In item “2.a,”  change “history file” to maintenance file.” 

In item “2.b,” “change “history file” to “maintenance file.” 

Section 12.17.5, item 10, change “history file” to “maintenance file.”  

Section 12.18, change “History Files” to “Maintenance Files”  in section heading and reword section. 

Section 12.18.1, change “History Files” to “Maintenance Files”  in section heading and reword section. 

Section 12.18.2 change “History Files” to “Maintenance Files”  in section heading and reword section. 

Chapter 13, replace entire chapter because standardizing format changed pagination, actual changes are as follows: 

Section 13.8, change “history file” to “maintenance file.”  

Section 13.9.1.1, delete reference to history file. 

Section 13.9.1.4, delete item 4. 

Section 13.9.1.14, items 2 and 3, change “history file” to “maintenance file;” delete item 4. 

Section 13.9.2.2, delete reference to history file. 

Section 13.9.2.3, change references to “history file” to “maintenance file.”  

Section 13.10, change “History Files” to “Maintenance Files”  in section heading. 

Section 13.10.1, change “History Files” to “Maintenance Files”  in section heading and reword section. 

Section 13.10.2 change “History Files” to “Maintenance Files”  in section heading and reword section. 
 


